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§ 199.250 Drills. 
(a) An abandon-ship drill and a fire 

drill, as described in § 199.180, must be 
conducted on each passenger vessel at 
least weekly. 

(b) The entire crew does not have to 
be involved in every drill, but each 
crewmember must participate in an 
abandon-ship drill and a fire drill each 
month. 

(c) Passengers and special personnel 
must be strongly encouraged to attend 
abandon-ship and fire drills. 

Subpart D—Additional 
Requirements for Cargo Vessels 

§ 199.260 General. 
Cargo vessels and special purpose 

vessels, as described in § 199.10(f), must 
meet the requirements in this subpart 
in addition to the requirements in sub-
parts A and B of this part. 

[CGD 84–069, 61 FR 25313, May 20, 1996, as 
amended by USCG–1999–6216, 64 FR 53229, Oct. 
1, 1999] 

§ 199.261 Survival craft. 
(a) Each survival craft must be ap-

proved and equipped as follows: 
(1) Each lifeboat must be a totally 

enclosed lifeboat approved under ap-
proval series 160.135 and equipped as 
specified in table 199.175 of this part. 

(2) Each inflatable liferaft must be 
approved under approval series 160.151 
and be equipped with a SOLAS A pack. 

(3) Each rigid liferaft must be ap-
proved under approval series 160.118 
and be equipped as specified in table 
199.175 of this part. 

(4) Each liferaft must have a capacity 
of six persons or more. 

(5) Each marine evacuation system 
must be approved under approval series 
160.175. 

(b) Each cargo vessel must carry— 
(1) On each side of the vessel, life-

boats with an aggregate capacity suffi-
cient to accommodate the total num-
ber of persons on board; and 

(2) Liferafts— 
(i) With an aggregate capacity suffi-

cient to accommodate the total num-
ber of persons on board and that are 
stowed in a position providing for easy 
side-to-side transfer at a single open 
deck level; or 

(ii) With an aggregate capacity on 
each side sufficient to accommodate 
the total number of persons on board. 

(c) A cargo vessel is not required to 
meet the requirements of paragraph (b) 
of this section if it carries— 

(1) Lifeboats capable of being free-fall 
launched over the stern of the vessel 
that have an aggregate capacity suffi-
cient to accommodate the total num-
ber of persons on board; and 

(2) On each side of the vessel, liferafts 
with an aggregate capacity sufficient 
to accommodate the total number of 
persons on board with the liferafts on 
at least one side of the vessel being 
served by launching appliances or ma-
rine evacuation systems. 

(d) Cargo vessels less than 85 meters 
(278 feet) in length, with the exception 
of tank vessels, are not required to 
meet paragraphs (b) or (c) of this sec-
tion if they meet the following: 

(1) On each side of the vessel— 
(i) Liferafts are carried with an ag-

gregate capacity sufficient to accom-
modate the total number of persons on 
board and are stowed in a position pro-
viding for easy side-to-side transfer at 
a single open deck level; or 

(ii) Liferafts are carried with an ag-
gregate capacity sufficient to accom-
modate 150 percent of the total number 
of persons on board. If the rescue boat 
required under § 199.262 is also a life-
boat, its capacity may be included to 
meet the aggregate capacity require-
ment. 

(2) In the event the largest survival 
craft on either side of the vessel is lost 
or rendered unserviceable, there must 
be survival craft available for use on 
each side of the vessel, including those 
which are stowed in a position pro-
viding for side-to-side transfer at a sin-
gle open deck level, with a capacity 
sufficient to accommodate the total 
number of persons on board. 

(e) Each cargo vessel on which the 
horizontal distance from the extreme 
end of the stem or stern of the vessel to 
the nearest end of the closest survival 
craft is more than 100 meters (328 feet) 
must carry, in addition to the liferafts 
required by paragraphs (b)(2) and (c)(2) 
of this section, a liferaft stowed as far 
forward or aft, or one as far forward 
and another as far aft, as is reasonable 
and practicable. The requirement for 

VerDate Aug<31>2005 14:04 Nov 14, 2007 Jkt 211194 PO 00000 Frm 00516 Fmt 8010 Sfmt 8010 Y:\SGML\211194.XXX 211194eb
en

th
al

l o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R


